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PLOT DATE = 9/19/2087
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LEGEND TYPICAL SECTION *9
US 136 » PR HMA BASE CSE 10 1/2” OR PEMA BASE
6 CSE WIDENING 10 1/2” SHALL BE PLACED
@ EX. 9-6-9 PCC PAVEMENT PRIOR TO HMA SURFACE REMOVAL
(2) EX. BITUMINOUS WIDENING 9 AND OVERLAY
(3 EX. AGGREGATE SHOULDER STA. 652+00.00 TO STA. 655+00.00 s PR STONE DUMPED RIPRAP TO BE
PLACED IN FLOWLINE AT LOCATIONS
(9 EX. BITUMINOUS OVERLAY SHOWN IN THE PLANS PER DISTRICT
(5) EX. BITUMINOUS OVERLAY 2 STANDARD 281001
() EX. STRIP REFLECTIVE CRACK CONTROL »++ EMBANKMENT SHALL BE USED
TO FILL VOID BENEATH PR. HMA BASE
(D) EX. TYPE A GUTTER CSE. OR PR. HMA BASE CSE. WIDENING
CAUSED BY GUTTER REMOVAL. AN
EX. TYPE B GUTTER ADDITIONAL 1.0 FT. OF PAVEMENT WILL
(3 PR. HOT MIX ASPHALT SURFACE REMOVAL (COLDMILLING) 1 1/2" BE REMOVED WITH THE GUTTER SECTION.
SEE GUTTER REMOVAL SPECIAL PROVISION.
PR. POLYMERIZED LEVELING BINDER (MM), N50 3/4"
(@) PR. HOT MIX ASPHALT SURFACE CSE. MIX D, N50 1 1/2” NOTE
. PR. HMA BASE CSE. WIDENING
@ PR. HOT MIX ASPHALT BASE COURSE 10 1/2 PR. TYPE A GUTTER OUTLET
(2) PR. HOT MIX ASPHALT BASE COURSE WIDENING 10 1/2" STA. €52+00.00 TO STA. £62436.90 RT
(@3 PR. AGGREGATE SHOULDER TY. B (RAP) PR SUBBASE GRANULAR MATERIAL, TYPE B (VARIABLE DEPTH) ({9) PR STRIP REFLECTIVE CRACK CONTROL [ ——Tpare] IINOIS DEPARTMENT OF TRANSPORTATION
(PLACED ON MILLED SURFACE)
PR. TY. A GUTTER (MODIFIED) 17D PR INCIDENTAL BITUMINOUS SURFACING 2 1/2” PROPOSED TYPICAL SECTION
@ PR. FURN. AND PLACE TOPSOIL 4" @@ PR AGGREGATE SURF. COURSE, TYPE B (VAR. DEPTH) us 136
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